








Installation

Inside Mount and Outside Mount with Mounting Strip

1. PLACE SIDE FRAME IN OPENING
• The top part of the frame is indicated by 

a greater amount of distance from the top of 
the top hinge to the edge of the frame. The label 
will indicate left and right side.

2. FASTEN SIDE FRAME
• Insert a screw inside the top holes �rst, 

followed by the bottom ones, keeping 
the panels plumb. 

3. HANG PANELS
• With upper and lower hinge pins only.

4. SQUARE/LEVEL P ANELS TO THE OPENING
• Adjust the bent-leaf hinges, if necessary, by 

loosening the hinge screws and moving the 
hinge left or right.

• Re-tighten hinge screws once level.

5. FASTEN REMAINING SCREWS
• Insert screws in the remaining holes and 

check to ensure panels are level after every 
screw has been screwed into position.

6. FASTEN TOP AND BOTTOM FRAME
• Center and insert screws.

7. CAP INSTALLATION HOLES
• Once all screws have been installed and 

panels checked for levelness, cap all holes 
with the provided button plugs.

8. INSTALL MAGNETS AND PLATES
• See page I4 for instructions.
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Installation

Outside Mount with Casing Frames

1. ASSEMBLE FRAMES
• See page I6. 

2. HOLD FRAME ON OPENING
• The top part of the frame is indicated by a 

greater amount of distance from the top of 
the top hinge to the edge of the frame. The label 
will indicate left and right side.

3. FASTEN FRAME
• Most frames have pre-drilled holes 

placed for ease of installation.
• Insert a screw in both the left and right top 

side frame holes as level as possible. 

4. HANG PANELS
• With upper and lower hinge pins only.

5. SQUARE/LEVEL P ANELS TO THE OPENING
• Move bottom frame left or right until the 

panels are level ( ). If this does not work, then:
• Move left frame up or down until the panels 

are level ( ). If this does not work, then:
• Move right frame up or down until the 

panels are level ( ).
• When the panels ar e level within the frame, 

hold bottom frame in position and place a 
screw in the middle bottom frame hole.

6. FASTEN REMAINING SCREWS
• Insert screws in the remaining holes and 

check to ensure panels are level after every 
screw has been screwed into position.

7. INSTALL MAGNETS AND PLATES OR RAMPS
(if applicable)
• See page I3 and I4 for instructions.

8. CAP INSTALLATION HOLES
• Once all screws have been installed and 

panels checked for levelness, cap all holes 
with the provided button plugs.

9. CLOSE ANY GAPS
• For gaps that may occur at frame corners 

or around frame, apply Dap as needed.
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Installation

Outside Mount with L-Frame

1. ASSEMBLE FRAMES
• See page I6. 
• Corner key for outside mount L-Frames 

must be glued in place.

2. HOLD FRAME ON OPENING
• The top part of the frame is indicated by a 

greater amount of distance from the top of 
the top hinge to the edge of the frame. The label 
will indicate left and right side.

3. FASTEN FRAME
• Most frames have pre-drilled holes 

placed for ease of installation.
• Insert a screw in both the left and right top 

side frame holes as level as possible. 

4. HANG PANELS
• W ith upper and lower hinge pins only.

5. SQUARE/LEVEL PANELS TO THE OPENING
• Move bottom frame left or right until the 

panels are level ( ). If this does not work, then:
• Move left frame up or down until the panels 

are level ( ). If this does not work, then:
• Move right frame up or down until the 

panels are level ( ).

• When the panels are level within the frame, 
hold bottom frame in position and place a 
screw in the middle bottom frame hole.

6. FASTEN REMAINING SCREWS
• Insert screws in the remaining holes and 

check to ensure panels are level after every 
screw has been screwed into position.

7. INSTALL MAGNETS AND PLATES OR RAMPS
(if applicable)
• See page I3 and I4 for instructions.

8. CAP INSTALLATION HOLES
• Once all scr ews have been installed and 

panels checked for levelness, cap all holes 
with the provided button plugs.

9. CLOSE ANY GAPS
• For gaps that may occur at frame corners 

or around frame, apply Dap as needed.
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Installation

Outside Mount with B-Frame

1. ASSEMBLE FRAMES AND T-POSTS (if required)
• See page I6.

2. HOLD FRAME IN OPENING
• The top part of the frame is indicated by 

a greater amount of distance from the 
top of the top hinge to the edge of the frame. 
The label will indicate left and right side. 

3. FASTEN FRAME
• Insert a screw in both the left and right  

side frames near the top. See diagrams below.

4. HANG PANELS
• With upper and lower hinge pins only.

5. SQUARE/LEVEL P ANELS TO THE OPENING
• Move bottom frame left or right until the 

panels are level ( ). If this does not work, then:
• Move left frame up or down until the panels 

are level ( ). If this does not work, then:
• Move right frame up or down until the 

panels are level ( ).
• When the panels ar e level within the frame, 

hold bottom frame in position and place a 
screw in the middle bottom frame.

• If minor support or leveling is required, turn 
adjustable jamb cap at the bottom of the 
vertical jamb to the required spot.

6. FASTEN REMAINING SCREWS
• Complete the attachment of the frame. Set each 

remaining screws into the cavity located on the outside 
face of the frame. Make sure the back of each screw 
head sits against the �rst or outside wall, located 
within the cavity.

7. APPLY SCREW CAVITY COVER STRIP
• Align the mitered end of the cover strip with the mitered

corner of the frame.
• Using a rubber mallet hammer, attach the screw 

cavity cover strip.
• Repeat for all frame sides.

8. INSTALL MAGNETS AND PLATES (if applicable)
• In situations in which panel lock cannot be used, 

apply magnets and catches.
• See page I3 and I4 for instr uctions.

9. CLOSE ANY GAPS
• For gaps that may occur at frame corners 

or around frame, apply Dap as needed.
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